ACTIVE MIST DISINFECTION SYSTEMS
FOR VEHICLES (BUSES, TRAINS, TRAMS, SUBWAY)
& INTERIOR SPACES (ROOMS, HALLS, CORRIDORS)
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Providing disinfectant in the form of fine acive mist makes disinfection much faster than traditional
spraying and cleaning. Nozzles positioned in the space fill it with fine active mist which travels to every
place disinfecting even surfaces that are not directly exposed.

Misting the space also guarantees disinfection of the whole volume of air inside - this way not only
the surface is disinfected but the entire space.

Any disinfectant with viscosity similar to water and which is alcohol free can be used with the system.
Please refer to the data sheet of the disinfectant for details and safety guidance. We recommend
using Q-Live, a water based nano-particle solution, which is safe for materials and people.
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MIST DISINFECTION SYSTEMS

COD11 COMPACT DISINFECTION SET
complete disinfection set

for buses & small spaces

COD11 COMPACT DISINFECION SET is a complete easy to use self
standing unit on wheels, which can be used for effective
disinfection of small spaces. It is intended for misting of vehicles
such as buses, trams, train compartments, etc. which require
treatment often.

Recommended time for misting a bus is approx 2 minutes,
and for an articulated bus 4 minutes. The system is designed
to disinfect both the surfaces and the volume of air in the
vehicle.

It can also be used for other compartments/rooms.

System parameters:

« Liquid consumption: 0.1-0.5 liter/minute

« Air consumption: 0.1 m3 / minute

« Operation time on one container: approx. 40 min

« Single buses disinfected using one container: approx 36

System key elements:

« COD11 mist nozzle with tripod
« liquid cylinder

« air compressor

ND DISINFECTION KIT
disinfection kit connected to compressor
for rooms, halls, spaces

ND DISINFECTION KIT is a set of elements that can be attached
to a compressor to generate an efficient disinfection system
for misting of larger spaces, eg. halls, corridors, rooms.

Two types of nozzles can be used to fill longer (eg. corridors)
or more spacious spaces.

System parameters:

e Liquid consumption: 0.8-1 liter/minute
« Air consumption: 1.2 m3 / minute

* Air pressure: 4-4.5 Bar

System key elements:

* ND49 or ND62 mist nozzle with tripod

- liquid container (30, 50 or 75 liters)

« hose connector for air line with pressure reducer
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